
CHANNEL 4
DOB

Indoor LED linear fixture with Internal driver for parallel
connection

Herbert Samuel Tower, Tel Aviv / Lighting design: Rama Mendelson92



Channel 4 DOB is the ideal linear LED fixture
designed for indoor use. Channel 4 DOB comes
with a built-in driver inside for parallel connection.
All you need is one power supply, just plug it in and
it works!

When you wish to obtain a mono chromatic color,
and no dimming needed, one Channel 4 DOB will
do the trick.  
With its patented lens holder system, the Channel 4
allows for different led mounting capable of
answering to any design and budget needs.

Available in lengths of up to 1500mm, offering a
choice of 20mm optics and a wide range of LED
configurations. Installation With 2 sets of
attachments supplied, Channel 4 DOB can be set
to 3 different positions (0, -15, +15 deg.). Units can
be daisy chained using a jumper cable. 

dled

IP 40 70-90 CRI 50W Meter 5520lm/M 111lm/w
8° ~ 47° /

OV
2200 -
6500K

Monochrom
RAL /

Anodize
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OUTPUT
LED System High power Luxeon Rebel ES / Luxeon

TX / Luxeon Z ES

Intensity 4730 lm @ full power CRI 90 3000K

Channel Range 1 Channel

Color Range 2200K / 2700K / 3000K / 3500K /
4000K / 5000K / 5700K / 6500K

Optical System 8° / 12° / 14° / 21° / 26° / 30° / 36° / 47°
/ Oval 47X12° / 12X47° / 46X10° /
47X10°

ELECTRICAL
Control Integrated driver on Board

Input Voltage 24V DC

Consumption Max. 60W

Max LED's 24 LEDs @ 700mA / 32 LEDs @ 500mA
/ 40 LEDs @ 350mA

Efficiency LM/W 111 lm/w @ 700mA

Connection 1.5m CAT 5, 24 AWG 2 wires

ENVIRONMENTAL
IP Rating IP 40

Working Temp. -18°C ~ 40°C / 0°F ~ 104°F

Storage Temp. -18°C ~ 40°C / 0°F ~ 104°F

PHYSICAL
Size Variable * 42mm * 45mm

Housing Aluminum extrusion, PC caps, UV
protected clear Acrylic cover
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